
Finishing External Corners
External Corner Bead is used to strengthen the corners of 
plasterboard walls to protect them from impact damage.

11 Cut External Corner 
Beads to length and fi t 
to the corner. Staple 
through both legs of the 
corner bead at the ends 
and at 500mm centres 
between. Alternatively, 
apply a thin layer of 
Gyprock™ Multi-Purpose 
Joint Compound on 
both sides of the corner 
and press the bead into 
the moist compound. 
Smooth the cement and 
leave for 24 hours to 
dry.

22 Using a Gyprock™ 
150mm broad knife, 
apply a coat of 
Gyprock™ Multi-Purpose Joint Compound about 150mm wide 
on both sides of the corner. Fill all perforations and cover the 
bead completely. Allow at least 24 hours to dry. Remove any 
lumps or ridges by lightly sanding.

33 Using a 200mm broad knife, apply a second coat of Multi-
Purpose Joint Compound about 200mm wide on both sides 
of the corner. Blend the outer edges of the compound to the 
plasterboard. Allow 24 hours to dry.

44 Using a 250mm broad knife apply a third coat of Compound 
about 250mm wide on both sides of the corner. Ensure the 
compound is smooth and completely fi lls the surface to the 
outer face of the protruding metal nib. Smooth the outer edges 
of the compound with a broad knife to remove any ridge and to 
reduce sanding.

55 Allow at least 24 hours to completely dry. Sand smooth with 
150 grit paper or 220 grit sanding mesh. Take care not to scuff 
the paper face of the Gyprock™ plasterboard where it meets 
the jointing compound.

■■ Rondo P01 External Corner 
Beads

■■ Gyprock™ Paper Tape

■■ Gyprock™ Multi-Purpose 
Joint Compound

■■ Gyprock™ Broadknives, 
150mm, 200mm & 250mm

■■ Sanding fl oat and 150 grit 
sandpaper

■■ Staple gun and staples

■■ Tin snips

■■ Dust mask, eye protection, 
gloves
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Finishing Internal Corners
11 Apply a bed of compound 

at least 1mm thick to both 
sides of the corner.

22 Fold Gyprock™ Paper Tape 
along its centreline and 
bed into the corner. Cover 
the tape lightly with joint 
compound. Smooth the 
cement and leave for 24 
hours to dry.

33 Using an internal corner 
trowel and broadknife, apply 
a second coat of compound 
extending at least 100mm 
each side of the joint. 

44 When completely dry, sand 
lightly. Take care not to 
scuff the paper face of the 
Gyprock™ plasterboard 
where it meets the jointing 
compound.

Your local stockist:

For more information or to contact your nearest CSR Gyprock™ 
distributor call 1300 306 556 or visit www.gyprock.com.au
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